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VFS2 DN 15-100

Operating Guide

VFS 2 (DN 15-50)

VFS 2 (DN 65-100)

AMV(E) 25 (SU/SD)

 
 ≤150°C

AMV(E) 55, 56 AMV(E) 6x AMV(E) 85, 86

+ AME
AMV

DN 15-50: EN-GJS-400-18-LT (GGG-40.3) PN 25

DN 65-100: EN-GJS-400-15 (GGG-40) PN 25

IP 54

AMV(E) 25 (SU/SD) , 35 +
adapter

AMV(E) 25 (SU/SD) , 35 +
adapter 065Z7548

 
150°C < T ≤ 200°C

MAINTENANCE
FREE

IP 54

AMV(E) 25 (SU/SD) , 35

IP 54

AMV(E) 55, 56

IP 54

AMV(E) 65X

IP 54

AMV(E) 85, 86
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VFS2
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VFS 2 (DN 15-50 +
AMV(E) 25, 35 (SU/SD)



Steam heater 065Z7020

Steam heater 065Z7021Steam heater 065B2171
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adapter
065Z7548

min. 100

VFS 2 (DN 65-100 +
AMV(E) 55, 56

L

H
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min. 150

VFS 2 (DN 65-100 +
AMV(E) 65X

L

H
2

min. 81

VFS 2 (DN 65-100 +
AMV(E) 85, 86

L

H
3

min. 118

Steam heater 065Z7021

−10°C / 2°C

FVR/FVF

AMV(E)

DN
L H

1
H

2
k d n  

(number)mm

15 130 301 237 65 14 4

20 150 301 237 75 14 4

25 160 301 237 85 14 4

32 180 323 259 100 18 4

40 200 323 259 110 18 4

50 230 323 259 125 18 4

DN
L H

1
H

2
H

3
k d n

(number)mm

65 290 484 525 568 145 18 8

80 310 503 544 587 160 18 8

100 350 530 571 614 190 22 8

DN Actuators Code No.

15-50 AMV(E) 25 (SU/SD), 35 065B2171

15-50 AMV(E) 55, 56 065Z7020

65-100 AMV(E) 55, 56, 65X 065Z7022

65-100 AMV(E) 85, 86 065Z7021


