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Płyta TIASYSTEM   bez izolacji 
TIASYSTEM EUROTOP   Board without insulation 

SYSTEMY GRZEWCZE / HEATING SYSTEMS 
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F-066001-B 16÷17 Polistyren (PS) 
Polystyrene (PS) 1450 x 850 x 20 1,2 160  = 179,2 m2 1450 x 900 x 2200 210 

DANE PRODUKTU / SPECIFICATIONS 

MATERIAŁ: 
Polistyren (PS) 

PARAMETRY TECHNICZNE: 
� Wymiary płyty (długość x szerokość) [mm]: 1450 x 850 
� Efektywny wymiar płyty (długość x szerokość) [mm]: 1400 x 800 
� Powierzchnia efektywna [m2]: 1,12 
� Wysokość wypustek [mm]: 19 
� Grubość płyty [mm]: 1 
� Dopuszczalny rozmiar rur grzewczych [mm]:  16÷17 
� Odstęp między wypustkami [mm]: 50 
�   Roz st  aw rur [   mm]:  5  0 i wielokrotność 
� System konstrukcji ogrzewania podłogowego wg DIN 18560-2: A 

Płyta systemowa przeznaczona do układania pętli 
grzewczych ogrzewania płaszczyznowego. Liczne wypustki 
zapewniają szybkie i stabilne układanie rur grzewczych.  

MATERIAL: 
Polystyrene (PS) 

TECHNICAL DATA: 
• Board size (length x width) [mm]: 1450 x 850 
• Effec�ve panel size (length x width [mm]: 1400 x 800 
• Effec�ve area [m2]: 1,12 
• Tab height [mm]: 19 
• Plate thickness [mm]: 1 
• Permissible size of hea�ng pipes [mm]: 16÷17 
• Distance between tabs [mm]: 50 
• Pipe spacing [mm]: 50 and a mul�ple of
• Underfloor hea�ng construc�on system according to DIN 18560-2: A 

System board is designed for hea�ng surface hea�ng circuits. 
Numerous nubs ensure fast and stable installa�on of hea�ng pipes.  
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